
Application
SiHF type is used in high temperature areas whenever there is a rapid temperature change. It is halogen free and 
resistant to oils, petrol and fats from vegetables and animals.

Cable structure Technical data
Cores 
Tinned copper fine wires stranded according to  
DIN VDE 0295 cl. 5
Color coding 
Up to 5 cores with colors, from 7 cores and up black cores 
with white numbering according to DIN VDE 0293
Outer sheath 
Silicone, in redbrown color

Specifications 
DIN VDE 0250
Temeperature range 
From -60ºC up to +180ºC
Nominal voltage 
Uo/U 300/500 V

| silicone multicore cables

Approximately Approximately

No. cores x
cross-sec

mm²

Outer
Diameter

Ø mm

Copper
Weight
kg/km

Cable
Weight
Kg/km

No. cores x
cross-sec

mm²

Outer
Diameter

Ø mm

Copper
Weight
kg/km

Cable
Weight
kg/km

2x0.50 5.50 8.70 43.00 16x0.75 12.70 113.20 219.50

3x0.50 6.00 13.10 47.00 18x0.75 13.40 127.60 261.00

4x0.50 6.40 18.20 60.00

5x0.50 6.90 23.80 64.50 2x1.00 6.70 18.90 60.30

6x0.50 7.60 27.80 81.70 3x1.00 7.40 27.60 78.90

7x0.50 7.80 32.60 87.10 4x1.00 8.10 37.80 95.40

8x0.50 8.90 37.30 100.30 5x1.00 8.90 47.90 117.10

10x0.50 9.60 47.00 126.00 6x1.00 9.60 56.50 135.70

12x0.50 9.90 56.50 142.90 7x1.00 9.70 65.30 145.60

16x0.50 11.10 75.60 187.50 12x1.00 11.60 111.20 233.00

18x0.50 11.60 85.40 212.20 16x1.00 13.20 147.50 303.40

18x1.00 13.90 170.70 341.90

2x0.75 6.50 13.30 54.00

3x0.75 6.90 20.50 65.30 2x1.50 7.70 27.60 82.90

4x0.75 7.90 28.90 85.10 3x1.50 8.10 41.50 99.50

5x0.75 8.60 35.90 103.00 4x1.50 8.90 57.00 123.40

6x0.75 9.30 42.80 116.70 5x1.50 9.70 71.00 148.60

7x0.75 9.40 49.70 127.10 6x1.50 10.50 84.60 174.50

12x0.75 11.20 85.40 186.80 7x1.50 10.60 99.80 188.30
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silicone multicore cables
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12x1.50 14.70 168.70 316.00 5x6.00 17.80 286.90 536.90

16x1.50 16.80 199.50 446.70 7x6.00 19.30 401.50 686.00

18x1.50 17.70 228.30 507.50

24x1.50 20.10 340.20 724.00 2x10.00 17.70 191.00 401.40

3x10.00 18.80 287.10 621.70

2x2.50 9.30 46.30 135.60 4x10.00 20.50 382.30 708.60

3x2.50 9.80 69.80 153.80 5x10.00 22.60 478.60 902.00

4x2.50 10.70 94.40 189.30 7x10.00 24.50 669.20 1153.00

5x2.50 11.70 118.90 229.70

6x2.50 13.00 140.70 305.40 2x16.00 20.50 306.70 401.70

7x2.50 13.10 165.00 321.30 3x16.00 22.10 459.10 502.00

12x2.50 17.90 286.10 503.60 4x16.00 24.40 614.90 715.50

16x2.50 19.20 381.90 661.00 5x16.00 26.80 767.40 852.00

18x2.50 20.10 429.20 762.80 7x16.00 27.70 1073.30 1683.00

2x4.00 10.90 75.80 181.30 2x25.00 24.70 477.80 701.80

3x4.00 11.50 113.50 225.30 3x25.00 26.30 718.30 1102.00

5x4.00 13.20 190.60 361.70 4x25.00 31.90 957.90 1503.00

7x4.00 14.50 267.30 480.50

2x35.00 28.30 669.10 1103.00

2x6.00 13.50 113.70 275.80 3x35.00 30.00 1006.50 1503.00

3x6.00 14.30 169.40 339.30 4x35.00 32.90 1342.20 2101.40

4x6.00 16.30 228.70 442.60

For cable accessories there is a special catalogue.
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