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2x0.5 4.8 9.6 36 25x0.5 12.8 120.0 260
3x0.5 5.1 14.4 42 30x0.5 13.2 144.0 294

4x0.5 5.7 19.2 55 32x0.5 14.7 153.6 332

5x0.5 6.2 24.0 65 34x0.5 14.7 163.2 366

6x0.5 6.8 28.8 77 40x0.5 15.8 192.0 410

7x0.5 7.0 33.6 80 42x0.5 16.3 201.6 420

8x0.5 8.0 38.4 103 50x0.5 17.3 240.0 511

10x0.5 8.6 48.0 112 61x0.5 19.4 293.0 615

12x0.5 8.9 57.6 128 65x0.5 19.4 312.0 695

14x0.5 9.5 67.2 150 80x0.5 21.3 384.0 778

16x0.5 10.0 76.8 169 100x0.5 24.8 480.0 982

18x0.5 10.6 86.4 189

21x0.5 11.4 100.8 217 2x0.75 5.4 14.4 47

VOP CABLES YSLY – JZ 12G1.5 mm ²

Application
YSLY-JZ is used as measuring and control cable in tool machines, conveyor belts, production lines and air-conditioning. 
The cores of this cable type are numbered in such way, so they can be easily recognised even when a small piece of 
the inner sheath has been removed. This type is suitable when the application requires flexibility. Suitable for medium 
mechanical stresses with free movement without tensile stresses. The green/yellow earthing core is placed in the 
outer layer.  

Cable structure Technical data
Cores 
Bare copper, fine wire conductors according to 
DIN VDE 0295 cl.5 and IEC 60228 cl.5

Core insulation 
Special PVC TI2 to DIN VDE 0207 part 4 
Cores stranded in layers

Core coding 
Black cores with continuous white numbering 
according to DIN VDE 0293 
All cables (3 cores and above) include a green/yellow 
earthing core in the outer layer

Outer sheath 
PVC TM2 to DIN VDE 0207 color grey RAL 7001 
Extensively oil resistant and chemical resistance 
Flame retardant according to IEC 60332-1

Specifications
Power and control cables of special PVC,
according to DIN VDE 0245, 0293, 0295, 0207

Temperature range
Flexing from –5°C up to +80°C
Fixed installation from -40°C up to +80°C

Nominal voltage 
Uo/U 300/500 V

Insulation resistance 
20 Ω x km minimum

Minimum bending radius
Flexing 10 x cable Ø
Fixed installation 4 x cable Ø

Outer sheath printing: VOP CABLES YSLY – JZ (No. cores) x (cross section) mm² CE

YSLY-JZ | flexible cable, number coded
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3x0.75 5.7 21.6 56 42x1 20.8 403.2 805

4x0.75 6.2 28.8 69 50x1 22.1 480.0 936

5x0.75 6.8 36.0 83 50x1 22.1 480.0 936

6x0.75 7.4 43.2 98 56x1 23.8 538.0 920

7x0.75 7.4 50.4 104 61x1 24.2 586.0 1100

8x0.75 8.7 57.6 132 65x1 25.1 628.0 1170

10x0.75 9.6 72.0 149 80x1 26.4 768.0 1280

12x0.75 9.9 86.4 172 100x1 30.2 960.0 1646

14x0.75 10.6 100.8 200

16x0.75 11.2 115.2 226 2x1.5 6.3 28.8 72

18x0.75 11.8 129.6 252 3x1.5 6.7 43.2 88

21x0.75 12.6 151.2 283 4x1.5 7.3 57.6 110

25x0.75 14.4 180.0 352 5x1.5 8.1 72.0 135

30x0.75 15.1 216.0 407 6x1.5 8.9 86.4 163

32x0.75 15.7 230.4 445 7x1.5 8.9 100.8 174

34x0.75 16.3 244.8 466 8x1.5 10.7 115.2 223

40x0.75 18.0 288.0 495 9x1.5 11.8 130.0 242

41x0.75 18.5 296.0 528 12x1.5 12.0 172.8 298

42x0.75 19.0 302.0 535 14x1.5 12.7 201.6 333

50x0.75 20.0 360.0 700 16x1.5 13.4 230.4 377

61x0.75 22.1 439.0 827 18x1.5 14.4 259.2 433

80x0.75 23.4 576.0 1069 20x1.5 15.2 288.0 488

100x0.75 26.8 720.0 1320 21x1.5 15.5 302.4 497

25x1.5 17.4 360.0 596

2x1 5.7 19.2 55 32x1.5 18.8 460.8 746

3x1 6.0 28.8 67 34x1.5 19.6 489.6 786

4x1 6.6 38.4 83 42x1.5 24.8 604.8 943

5x1 7.2 48.0 100 50Χ1.5 26.3 720.0 1250

6x1 8.0 57.6 122 56x1.5 27.4 806.0 1332

7x1 8.0 67.2 130 61x1.5 28.6 878.0 1437

8x1 9.5 76.8 164 80x1.5 31.0 1152.0 1875

9x1 10.1 86.0 200 100x1.5 35.5 1440.0 2358

10x1 10.3 96.0 183

12x1 10.6 115.2 212 2x2.5 7.6 48.0 110

14x1 11.3 134.4 243 3x2.5 8.1 72.0 137

16x1 11.9 153.6 275 4x2.5 8.9 96.0 174

18x1 12.7 172.8 314 5x2.5 10.0 120.0 217

20x1 13.5 192.0 350 7x2.5 11.1 168.0 283

21x1 14.0 201.6 353 8x2.5 13.2 192.0 363

25x1 15.3 240.0 429 12x2.5 14.9 288.0 467

27x1 15.5 259.2 448 14x2.5 15.8 336.0 538

30x1 16.1 288.0 498 18x2.5 17.8 432.0 696

32x1 16.7 307.2 544 21x2.5 18.9 504.0 788

34x1 17.3 326.4 570 25x2.5 21.3 600.0 969

36x1 18.1 346.0 622 34x2.5 24.4 816.0 1352

40x1 18.9 384.0 700 42x2.5 27.0 1008.0 1798

41x1 18.9 394.0 770 50x2.5 32.0 1200.0 2097
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YSLY-JZ εύκαμπτα καλώδια με αριθμημένους αγωγούς
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61x2.5 34.0 1464.0 2760 3x16 17.3 460.8 718

100x2.5 43.0 2400.0 4458 4x16 18.9 614.4 908

5x16 21.2 768.0 1134

2x4 9.5 76.8 174 7x16 23.4 1075.2 1485

3x4 9.9 115.2 213

4x4 10.8 153.6 267 4x25 23.6 960.0 1411

5x4 12.1 192.0 331 5x25 26.4 1200.0 1756

7x4 13.4 268.8 432

8x4 16.1 307.2 552 4x35 27.3 1344.0 1941

12x4 18.1 460.8 722 5x35 30.5 1680.0 2410

2x6 10.8 115.2 240 4x50 32.3 1920.0 2727

3x6 11.7 172.8 303 5x50 36.0 2400.0 3383

4x6 13.0 230.4 388

5x6 14.5 288.0 480 4x70 42.1 2688.0 4100

7x6 16.0 403.2 626

4x95 44.5 3648.0 5532

2x10 13.7 192.0 380

3x10 14.6 288.0 482 4x120 50.5 4608.7 6980

4x10 16.2 384.0 616

5x10 18.1 480.0 766 4x150 57.6 5760.0 8356

7x10 20.0 672.0 999

4x185 63.9 7104.0 9913

For cross sections not mentioned on the board above, please contact us.
This type can be provided with colored cores after order.

For cable accessories there is a special catalogue.
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